IsoTech ’

Electrical Actuators

Designed for tough conditions

N
%
g 7
=
of/
N o
w
A2
. v 4
4 -

CURNESS——_

A

ya,




Electrical Actuators
Standard M1

Features:

Stainless Steel [AISI 316]

M1 [DC Gear Motor 36:1]

Watertight IP68

12-24 Vdc

Compact Design

Superior high-strength steel housing protects motor
Ideal for food industry, washable all soaps
Ideal for doors applications

Easy to install

Connectiong cable

Patented

IT 1T00R

Options:
Different Speed
Stroke: 50-3000 mm

Encoder
Cable Length
P69k
Type Thrust | Self Lock Speed Standard Stroke Lengths Duty Cycle Stall
Max (N) (N) Max (mm/s) (mm) (%) Amp.
IT100R-3 2800 2800 12 50 | 100 | 150 | 200 | 250 | 300 20 6
ITT00R-15 850 - 50 50 | 100 | 150 | 200 | 250 | 300 20 6
IT 100 R -45 350 - 150 50 | 100 | 150 | 200 | 250 | 300 20 6
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Above mentioned values are average values. The mesurements are
made with the actuators connected to a stable power supply 24 Vdc.
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Electrical Actuators
Features: Standa rd M2

Stainless Steel [AISI 316]

M2 [DC Gear Motor 49:1]

Watertight IP68

12-24 Vdc

Compact Design

Superior high-strength steel housing protects motor
Ideal for food industry, washable all soaps

Ideal for doors applications

Easy to install

Connectiong cable IT ] OOR

Patented

Options:
Different Speed
Stroke: 50-3000 mm

Encoder
Cable Length
P69k
Type Thrust | Self Lock Speed Standard Stroke Lengths Duty Cycle Stall
Max (N) (N) Max (mm/s) (mm) (%) Amp.
IT100R-3 4000 4000 7.5 50 | 100 | 150 | 200 | 250 | 300 20 12
ITT00R-15 1700 - 35 50 | 100 | 150 | 200 | 250 | 300 20 12
IT 100 R-45 700 - 110 50 | 100 | 150 | 200 | 250 | 300 20 12
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Above mentioned values are average values. The mesurements are
made with the actuators connected to a stable power supply 24 Vdc.
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Electrial Actuators

Features: Length Variations
Stainless Steel [AISI 316]

Watertight IP68

12-24 Vdc

M1 or M2 motors

Compact Design

Superior high-strength steel housing protects motor
Ideal for food industry, washable all soaps

Ideal for doors applications

Easy to install

Connectiong cable

Patented

IT T00R

Options:
Different Speed
Stroke: 50-3000 mm

Encoder
Cable Length
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L =290 mm + Stroke [M2 motor, with encoder]
Orcer Example.le: Vdc Force Speed Combination
IT100R:[Combination]-[Stroke]-[Vdc]-[Encoder] [N] [mm/s]
o 24 4000 10 M2-49-3
[Combination]: 24Vdc, 4000 N = M2-49-3
12 4000 10 M2-49-3
=
[Stroke]:350mm 24 2500 g M1-36-3
2000 40 M2-49-15
[U]:24 Vdc | Sl =
; M2-49-15




200 mm

Easy Wiring
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Structural strength
Stainless steel 316
Environmentally
friendly

No hydraulic oil

Self lock 15.000N

in any position
Indication light for

high and low position
Easy installation
Delivered with or without
control panel

Good reliability
Availible in different stroke
lenghts (50-3000mm)
Force 500-5000N
Standard stroke lengths
24 VDC

Patented

Experience in marine
applications in Icelandic
waters in tough
conditions since 1997

The IsoTech actuator is designed for various applications e.g. open and close
small doors, adjusting machines, Hatchlift and etc. Special emphasis is on
strength,high restistance surface, environment and durability. It is made of high
quality 316 grade stainless steel. The superior mechanical design

enables self lock 15.000N.




PLC Controlled with Encoder

Controller

Red
Black > Motor

Yellow +12-24 VDC
Gray -0V

White signal B (signal 0 -> Hi)

Green signal A (signal 0 -> Hi)

Brown and Blue are not used

Use signal A, B when using PLC.

Quatrature signal, open collector out
90°between signals A and B.

(PLC)
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